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PNV12816 
128CH H.265+ NVR 

NETWORK VIDEO RECORDER 

OYAL SERIES 

KEY FEATURES 

 
 SUPPORT 128CH X UT TO 4K IP INPUT 

 FLIP-OPEN CHASIS, PREPOSITIVE SLOT TYPE HDD  
INSTALLATION , RELIABLE AND EASY-MAINTAINABLE 

 SUPPORT 16HDD , HDD’S HOT-SWAP 

 SUPPORT I8SS SUPPER PROTOCOL , PLUG & PLAY , IPC  
NO NEEDS IP 

 SUPPORT THIRD-PARTY ONVIF, RTSP STANDARD  
NETWORK CAMERA 

 SUPPORT ONVIF OUTWARD PASSAGEWAY, CAN 
COMPATIBLE WITH ONVIF STANDARD 

 VIDEO MANAGEMENT SOFTWARE, AND SUPPORT  
STANDARD PROTOCOL 

 SUPPORT 4K VIDEO PREVIEW , STORAGE &    PLAYBACK 

 SUPPORT H.265/ H264+/H264 ENCODING DEVICE SELF-  
ADAPTIVE CONNECTION 

 2X HDMI, 2X VGA HETEROLOGOUS OUTPUT, 

 SUPPORT 4K HIGH RESOLUTION OUTPUT 

 RAID 0/1/5/10 SUPPORTED 
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OYAL SERIES 
PNV12816 

128CH H.265+ NVR 

MODEL PNV12816 

SYSTEM 

COMPRESSION STANDARD H.265 

OS EMBEDDED LINUX 

VIDEO 

NETWORK INPUT 128ch（Compatible with 4K and below 4K resolution） 

ACCESS BANDWIDTH 640MBPS 

NETWORK ACCESS 

FORMAT 

4K/5MP/ 4MP/ 3MP/ 1080P/ 960P/ 720P@25/ 30FPS 

OUTPUT HDMI × 2 : 4K  / 1920 × 1080 / 1280 × 1024 

VGA × 2 : 1920 × 1080 / 1280 × 1024 

AUDIO 

INPUT 128 CHANNEL IPC  INPUT(INBUILT MIC CAMERA)  

OUTPUT RCA X 1 

2-WAY AUDIO RCA X 1 

RECORD 

RECORD STREAM DUAL STREAM RECORDING 

RESOLUTION 4K/5MP / 4MP / 3MP / 1080P / 960P / 720P 

FRAME RATE 1080P@1600 FPS( PAL ); 1920 FPS( NTSC ) 

BIT RATE 1MBPS ~ 8MBPS 

SUPPORT SMART 

DETECTION 

TARGET COUNTING, GOODS LEAVE OVER, GOODS LOSS, AREA 

ENTERING/LEAVING, VIRTUAL ENTERING/LEAVING 

QUALITY 6 LEVEL 

MODE MANUAL, TIMER, MOTION, SENSOR 

FILE MANAGER LOCK, UNLOCK, RESERVING TIME 
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OYAL SERIES 
PNV12816 

128CH H.265+ NVR 

MODEL PNV12816 

PLAYBACK 

PLAYBACK CHANNELS MAX SUPPORT 16CH 1080P PLAYBACK 

SEARCH TIME/CALENDAR SEARCH/ EVENT/ TAG SEARCH 

SMART SEARCH HIGHLIGHTED COLOR TO DISPLAY THE CAMERA RECORD IN A CERTAIN  PERIOD 

OF TIME, DIFFERENT COLORS REFERS TO DIFFERENT RECORD EVENTS 

FUNCTION PLAY, PAUSE, FF, FB, DIGITAL ZOOM 

ALARM 

MODE SENSOR, MOTION, VIDEO LOSS 

INPUT 16 

OUTPUT 8(RELAY CONTACT (1A@24VDC), NO, NC PROGRAMMABLE) 

TRIGGERING RECORD, SNAP, PRESET, E-MAIL, ETC. 

NETWORK 

INTERFACE RJ45 10/ 100/ 1000 MBPS × 2 

PROTOCOLS ONVIF (SUPPORTS VERSION 2.4), IPV4, UPNP (PLUG AND PLAY), NTP (NETWORK 

TIME), SADP (AUTOMATIC SEARCH IP ADDRESS), PPPOE (DIAL-UP), DHCP 

(AUTOMATICALLY OBTAIN IP ADDRESS), ETC. 

OTHERS MULTIPLE USERS ONLINE, DUAL STREAM 

CELL PHONES 

OS IPHONE, ANDRIOD 

PORT 

HDD SATA × 16, MAX. 8TB PER HDD +2*E-SATA PORT 

RS485 RS485 X 1,  

USB USB 3.0 × 1, USB 2.0 × 2 ( ONE IN THE FRONT PANEL AND THE 

OTHER IN THE REAR PANEL ) 

REMOTE CONTROLLER YES 
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MODEL PNV12816 

OTHERS 

POWER SUPPLY ATX 

CONSUMPTIONS < 50W ( WITHOUT HDD ) 

DIMENSIONS DEVICE：437MM×483MM×143MM  PACKING: 600MMX556MMX275MM 

WORK ENVIRONMENT 
-10 ～ 50 ℃, 10% ～ 90% HUMIDITY 

PNV12816 
128CH H.265+ NVR 


